MS-9A69

Power Button

MS-9A69 with BayTrail

4 - .
Specifications
CPU
Frequency
System L2 Cache
Processor CPU Type
Chipset
BIOS
Technology
Memory

Max. Capacity
Socket
Controller
Graphic Memory
Multiple Display

Intel® Celeron®
Processor J1900, QC,
10W

2 GHz
2MB
BGA

Integrated in SoC
Process

AMI

Single-channel
DDR3L 1333 MHz

Up to 8GB
1 x 204-pin SO-DIMM
Intel® HD Graphics

Compact-Size Box PC with Intel® BDW ULT or Bay Trail-D Series
Processor for Ultra Low-Power Fanless Solution

Intel® BDW ULT
Core™ i3-5010U
Processor, DC, 15W
2.1GHz

3vB
BGA

Integrated in Process

Single-channel
DDR3L 1600 MHz

Shared system memory up to 1.7 GB SDRAM
2 or 3 independent displays

Graphic VGA up to 2560 x 1600 VGA up to 1920 x 1200
2xUSB 2.0 (COM5 coms | @60Hz @60Hz
COM6 - com4 COMz— - MIC-n Displav Interface HDMI up to 1920 x 1080 HDMI up to 1920 x
USB 3.0 HOMI . Antenna Hole play @60Hz 1080 @60Hz
LANZ LANT VOA LVDS up to 1920 x 1200 LVDS up to 1920 x
@60Hz (optional) 1200 @60Hz (optional)
. 1 x Intel” 1210-AT
onoa 2 x Intel® 1210-AT GbE GbE LAN
Hole2 N
o (oolionsl) Ethernet Controller LAN 1 x Intel® 1218-LM
GbE LAN PHY
Audio Controller Realtek® ALC887-VD2-CG HD Audio Codec
3xUsB2 ”LANA (oxtiondl) H/W Monitor Watchdog Timer 256-level Watchdog Timer
Power Button TPM Controller N/A
. Expansion 2 NIA
MS-9A69 with Broadwell . :: VG 2 x Full-size (one w/ 1 x Full-size (w/ mSATA)
mMSATA) 1 x Half-size
st SATA 1x2.5" HDD/SSD Bay
orage . R
MICin 2xuss20 I ow_ |~ coue mSATA 1 x Full-size (Shared with Mini-PCle)
Line-out ’ [U;m,,;,n@pm”a” RJ-45 4 (optional 2 x RJ-45 version available)
Antenna Holez VA HOMI o o @ X USB 300 e Holet PoE N/A
Audio 1 x Line-out / 1 x Mic-in
USB 1xUSB 3.0 2xUSB3.0
LVDS 5xUSB 2.0 4 xUSB 2.0
(optional) 6 x COM ports éél\aﬁ)l\/'l?gons
COM1: RS-232/422/485, y
. 232/422/485,
v L Uss20 Serial OV/5V/12V VBvay
(upumawwLAN% 1/0 Interface COM2~6: RS-232, X
ptional) OV/5V2V COM2~4: RS-232,
0oV/5Vv/12V
. GPIO 8-bit (4*GPI; 4*GPO), 5V
MS-9A69 with Broadwell CANbus 2x C(AN 2.08 (by BC)JM option)
8 COM ports for multiple el ]
connection _
(Support by Request) LVDS 1 (optional)
; VGA 1
Linao 2 X USB20 oy, COM Antenna 2 openings reserved for antennas
e USE S DC Input DC-in 12V/19V/24V
x
Antenna Hole  VGA  HDMI | \np | A1 Power Supply AC Input N/A
IP Rating N/A
Operating -10 ~ 45°C (HDD)
Temperature -10 ~ 55°C (SSD or mSATA)
=i Ak Operating Humidity 10 ~ 90%, non-condensing
DG Dlocomr T come 2xuss20 Environment ~ Storage 20 ~80°C
Temperature
4 Storage Humidity 10 ~ 90%, non-condensing
Features Vibration Operating: 0.25 Grms, 5-300Hz, 3axes (w/ HDD)
« Ultra low power with fanless design Shock Operating: 3 G, half sine 11 ms duration (w/ HDD)
* Supports DDR3L 1333/1600 MHz SO-DIMM memory up to 8GB Physical DURLSS LN 200 X 150 X S55mm
. . ) ySi Weight 1.38 kg
* 2 or 3 independent displays: HDMI, VGA and LVDS (BDW only) haracteristics Mounting Wal mount (STDYVESA mount(by BOM optiony
* Dual GbE LAN, rich USB and COM ports DIN-rail mount(by BOM option)
. . . . EMC FCC, CE, RCM, VCCI, BSMI
* Dual Mini-PCle for expansion Certification Safety B\l
* Supports DC-in 12V/19V/24V Windows 7 (32/64-bit)  Windows 7 (32/64-bit)
«2 nin r v for antenn Windows 8.1 (32/64-bit) ~ Windows 8.1 (32/64-bit)
ope gs rese ed for antennas Software Windows 10 (32/64-bit) ~ Windows 10 (64-bit)
| 4 Platf OS Support Linux Fedora 20 (by Linux Fedora 19 (by
H H atrorm request) request)
orderlng Informatlon Linux Ubuntu 13.10 (by  Linux Ubuntu 13.04 (by
request) request)

Part Number Description

Please check MSI IPC website at http://ipc.msi.com for details.

. . 4
'Packlng List Optional ltem

Part Number
E22-9A95080-C22

Description
VESA Mount

Part Number Description

Please check MSI IPC website at http://ipc.msi.com for details.

MSI reserves the right to change the specifications without prior notices. 57
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