Gaming Mouse
OWNER'S GUIDE
Ver.:1.00

CAUTION: To use this product properly, please read the user's guide before installing.



Federal Communication Commission Interference Statement

This equipment has been tested and found to comply with the limits for a
Class B digital device, pursuant to Part 15 of the FCC Rules. These limits
are designed to provide reasonable protection against harmful interference
in a residential installation. This equipment generates, uses and can radiate
radio frequency energy and, if not installed and used in accordance with the
instructions, may cause harmful interference to radio communications.
However, there is no guarantee that interference will not occur in a
particular installation. If this equipment does cause harmful interference to
radio or television reception, which can be determined by turning the
equipment off and on, the user is encouraged to try to correct the
interference by one of the following measures:

- Reorient or relocate the receiving antenna.

- Increase the separation between the equipment and receiver.

- Connect the equipment into an outlet on a circuit different from
that to which the receiver is connected.

- Consult the dealer or an experienced radio/TV technician for help.

FCC Caution: Any changes or modifications not expressly approved by the
party responsible for compliance could void the user's authority to operate
this equipment.

This device complies with Part 15 of the FCC Rules. Operation is subject to
the following two conditions: (1) This device may not cause harmful
interference, and (2) this device must accept any interference received,
including interference that may cause undesired operation.



Mouse Buttons

1. Left button (Click) 6. CPl up

2. Right button (Menu) 7. CPI down
3. Scrolling Wheel 8. Scroll up

4.  Forward 9. Scroll down
5. Backward

Backward

Press this button to view the pervious page of the Internet browser.
Forward

Press this button to view the next page of the Internet browser.
For USB port installation

1. Plug the USB connector to the USB port of your computer

2. The computer will detect and install the mouse automatically
3. When the installation completes, the mouse is ready to use
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System Requirements

) Windows® XP/Vista/7/8/8.1
) Free USB port

[} CD-ROM driver

) 25MB free hard disk space
Installation

Step 1: Plug the mouse into any free USB port on your computer.

Step 2: Windows® will automatically detect the gaming mouse.

Step 3: Start the installation process by clicking on the file “Setup.exe”

Step 4: Windows® will prompt you if installation should continue despite
not passing Windows logo testing; install the driver despite this.
Note: The driver will automatically uninstall older driver versions. For that
reason it may take a little while until the driver is installed and ready to use
then repeat step3.

Step 5: Select language

Choose Setup Language ‘ &J

F. - Select the language for this installation from
the choices below.

|Englsh ~|

Chinese [PREC)

Chinese [T aivan

Step 6: As soon as the installation process has completed click ‘OK’.
Step 7: Reboot your PC.
Step 8: The symbol will now appear in the right-hand side of the

Taskbar. You access the gaming mouse configuration menu by right

clicking it.
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GAMING MOILISE
PERCISION TRACKING

SWITCH ORIENTATION:
@ RIGHT- HANDED
LEFT- HANDED

BUTTON ASSIGNMENT:

- scroll up v
- Scroll down v
<l Universal seraling v |

& T
e

© [T —
# T

MODE SWITCH:
@& MODE1

MACRO MANAGER RO

CREATE PROFILE LOAD PROFILE SAVE PROFILE  EDIT PROFILE

PROFILE 1 ' PROFILE 2 PROFILE 2 'PROFILE4 |PROFILE &

[ | oermunz | perauia | permuss | dermurs |

CANCEL APPLY

Switch Orientation

| SENSITVITY | ADVANCEDSETTNG = SYSTEMSETTING = OSD SETTING

SENSITIVITY OPTIONS:

> ANEEEEEEEEEEE T
-90%-80% -€0% -40% -20% 0 $20% +40% +30% +B0% +100%

v- EEEE

X/Y SYNCHRONOUS WORKING
CPI SWITCHER:

CPI SETTING #1
B8
400 800 3200 4p00 4800

CPI SETTING #:
L
400 1800 3200 4000 4800

1800 3200 4000 4800

Right-handed : The right hand is suitable
Left-handed : The left hand is suitable

Mode Switch

Advanced setting allows setting two button setting and use mode switch
button to switch between Mode1 & Mode2.



Programmable Keys

Click Menu Universal Scrolling |Double Click
Assign a shortcut |Button off IE Forward |IE Backward
Scroll up Scroll down Tilt Left Tilt Right
Assign a launch |Fire button On-To-Go Windows Key
Open Driver Mode Switch

Click: Left mouse button.

Menu: Right mouse button. The context menu will open when you point to a
document or folder using the mouse.

Universal scrolling: Mouse wheel function to scroll by
moving the mouse.

Double-click: Left mouse button double click.

Assign a shortcut: A single keyboard command can be assigned to
one of the mouse buttons.

Button off : Switches the button function off.

IE Forward: Select the next previously selected program or internet site.
IE Backward: Select the previous program or website

Scroll up: Scroll up the page you are currently viewing

Scroll down: Scroll down the page you are currently viewing
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Tilt Left: Scroll horizontally to the left (only under Windows Vista™/7 /8 /8.1).
Tilt Right: Scroll horizontally to the right (only under Windows Vista™/7/8/8.1).
Assign a launch: Assign a launch program
Fire button: Left button twice click function
On-To-Go: The “On-To-Go” button click function: Hold pressed the
“On-To-Go” button and combined with any button pressing,
then this button click function will continue to auto-repeat
working.
Windows Key: Windows system key

Open Driver: Open the gaming mouse AP

Mode Switch: Mode1:CPI Led light on the top flash 5 sec then off
Mode2:CPI Led light on the end flash 5 sec then off

Note: Along with the left and right mouse buttons the mouse has 7 additional
buttons which can be freely assigned with the functions available in the driver
menu. You'll see the list of functions that can be assigned when you click on
the dropdown menu to the side of the particular button.

Create/Save Profile

Create one of five profiles. For instance, you can save all button
assignments, macros, color settings or sensitivity settings to a profile here.
As each different mouse assignment is best suited to different programs
you can assign each program/game a special preset.
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i ' -

CREATE PROFILE  LOAD PROFILE VE PROFILE  EDIT PROFILE

TR R el T R
PROFILE 1 T_PRIIIIFILE 2 |PROFILE 3 I[PRl')FILE i |[PRl.')FILE 5 [

Once you've assigned all desired macros using the macro manager to
different buttons, and perhaps made different color setting changes, save
these. It's best to name the profile after the program or game for which
you’ve configured the settings.

You can then also link it to the
*.exe file of the program or
game by entering the relevant
path when saving the profile.
By |inking a program to a JIGAME PROFILE NIFORMATION:

profile, the mouse will FRORILE o
Automatically switch to the
relevant profile upon starting
the respective game or
program.

Ji PATH TO EXECUTABLE {*EXE}

CANCEL




Load Profile

You can save your five ready-to-play profiles that you've downloaded or
created in game. It is an easy way to share the profile with your friend as

well.

Edit Profile

Here you can edit the names and the link of the selected profile. Use the
link so that the mouse automatically detects the program you’ve
programmed specific mouse settings or macros for.

Assign Macro

Macro Manager

Multimedia Open player Pre Track Next Track
Play/Pause Stop Mute
Volume Up Volume Down  |Select Player
Profile switch |Profile cycle Profile up Profile down
CPI Switch CPlI cycle CPl up CPI down
Windows Calculator Email WWW Favorites
WWW Forward |WWW Back WWW Stop
My Computer WWW Refresh |WWW Home

WWW Search




Assign Macro
MACRO MANAGER

Creating a Macro

(Basic Editor)

Step 1:
you can add a macro set by pressing
New or delete one by pressing Delete.

Step 2:

If you click ‘New’ on the left hand
window, you can assign a name to THEWT (ELETE
the macro like ‘Arcane rotation’ or
‘Sniper rifle’, Confirm the name by
hitting the return/enter key.

Step 3:

Now you can enter a macro. To do
that, Click the ‘Start Record’ button in
the right-hand window. Enter the key
Combination which you need for a
special action in the game. The option
‘Record delays between key commandg
is located under the record button.
This option allows you to determine
how long a certain key should be
pressed for. As a result it's possible
to create a macro that instructs a
figure in the game to only perform
a specific action after a ENERRY OFTETE
pre-determined period.

1 LOOP TS
i

1 LODR Thats




Step 4:

Click ‘Stop Record’ once you’re done
entering your key combination via the
keyboard. You can now either record
an additional macro in the macro set
you've created or create new macro
set. Click ‘OK’ when you’re done. 7
The macro can now be assigned to any e
one of the six programmable buttons.

You can assign the macro to a button  Lencu
by clicking onto the arrow next to the o
box of the button you want the macro

to be assigned to. In the following
dropdown menu choose 'Assign Macro’.
All available macro sets are now
displayed. Select the one containing
your macro of choice and then click

on the respective macro.

OELETE

7,,0.,5 e Note: if you've edited a macro that is
TWRCROWAAGER,  ® MODE1 © MODE2 y | already assigned to a particular button.
CREATE PROFILE LOAD PROFILE SAVE PROFILE EDIT PROFILE You'll need to assign the macro to the

PROFILE 2 [PROFILE 3 |PROFILE4 PROFILE 5 desired mouse button again.

oK CANGEL  RFRLY




Step 5:

Assign the function to the mouse by

clicking the ‘Apply’ Button without

exiting the menu .It may take a few SWITCH ORIENTATIO
seconds until the information is R bep
transferred to the mouse. You can o
now store and save these settings BUTTO
under one of the five profiles that can ‘ ) Serolup

be stored on the mouse. Profiles will ST

be easier to manage if you name them —

after the game, gamer or program. E baciverd

-l DFlup

Universal scroling

0 KK KKK

Testd v

Note: A running macro can be ODE 8
ended at any time by clicking on ACRO R 3 i
the button again.

Defauliz Dafauits Disfaultd Defaults

Integrate Mouse Clicks

Another special feature of the driver is that it allows you to integrate
mouse clicks into a macro along with keyboard commands. You can
program a mouse event to be executed after, before or in-between a
key sequence.

To do that, select the keyboard command in the ‘Macro Manager’ before or
after which you want to insert a new event.

By right clicking, you can open a window that contains various options:
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MACRO ADVANCED
EDITOR

KEY FRESS SEQUENCE RECORD _DPTIDNS.

[ RECORD DELAYS
BETWEEN

MACRO SELECT

OMIARNDS

¥ Down
Y up

¥ Click
[

TE DELETE

CANCEL

Start Record Before: Starts recording the macro before the selected event.
Start Record After: Starts recording the macro after the selected event.

Insert Delay:
Manually increase or decrease the delay between two Commands.

Insert Mouse Event:
Specify which mouse event should be executed. The following options are
available:
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Left Button: Left mouse button

Right Button: Right mouse button

Wheel: Centre mouse wheel button

Forward: next previously selected program button
Backward: previous program button

There are always three events to choose from:
Down: Keeps the button depressed
UP:  Releases the button
Click: Executes the commands ‘press’ and ‘release’ in turn.

Edit Delay:
You can manually increase or decrease the delay Here. All you need to do
is enter the desired time Value; there’s no need to enter ‘ms’(milliseconds).

Delete:
Delete the selected step from the macro’s key sequence.

Note: The mouse scroll function
of the mouse wheel is not
possible to be program. Here too,
only three Options are available;
‘press’. ‘release’ as well as ‘press
and release’.

Note: Some games are unable to
detect short delays.

WEW DELETE




Multimedia

Open player: Start media player

Pre Track: Switch to the previous media track

Next Track: Switch to the next media track

Play/Pause: Switch between playing and pausing media
Stop: Stop playing the media in the media player

Mute: Mute (turns off) the computer's sound

Volume Up: Increase the computer's sound volume.
Volume Down: Decrease the computer's sound volume.
Select Player : Arrange default media player software.

Note: Mouse include memory , can

M save five game profile setting (not
Profile cycle: cycle switch include Macro key record )
Profile up: Reverse cycle switch Use one function key to switch the

Profile down: Positive cycle switch | profile Profile change.

Profile light : All the LED flash 5 sec
. and back to activate status.

CPI Switch

CPI Cycle: cycle switch (Default 800—3200—6400—800—3200 ) -

CPI Up : Reverse cycle switch ( Default 800—3200—6400 ) -

CPI Down : Positive cycle switch ( Default 800—6400—3200 ) -

Windows

Calculator: Start Microsoft Calculator

Email: Start the default e-mail program

WWW Favorites: Open the Internet Explorer Favorites
WWW Forward: Select the next internet site

WWW Back: Select the previous website

WWW Stop: Web Stop

My Computer: Open My Computer

WWW Refresh: Refresh the current Web page

WWW Home: Start the default Web browser and loads the home Web page
WWW Search: Open the Internet Explorer Search panel

14



SENSITIVITY

; SENSITIVITY  ADVANCEDSETTNG = SYSTEMSETTING =~ OSD SETTING

Sensitivity OEtiOI‘IS SENSITIVITY OPTIONS:
Adjust the overall moving sensitivity
of the mouse sensor.

Select a moving sensitivity level on Y S o)

CPI SWITCHER:
a scale of -90%~+100%.
CPISETTING #1

BT —
400 800 1800 3200 4000 4800 8400

CPI Switcher -

. . CPI SETTING #2: 3200
Select the desired resolution(s) of the —
mouse sensor here 400 100 3200 4000 4800 @400

CPI SETTING #3: 6400

N [
The arrow beneath the number bar T
shows which dpi value is currently
active. we recommend using the
mouse with a resolution of 800dpi at first then increasing the dpi resolution

in steps as soon as you become accustomed to the speed.

CPI setting

- Default CPI switch between 800/3200/6400, default setting is CPI 800

- These CPI settings are also easily adjustable if you want to personalize
your settings From 400 — 6400 -

- Customizable CPI setting ,use CPI function key to switch -

CPI display

- First ( Default 800) LED on the top flash 5 sec then off ,second Led off

- Second ( Default 3200 ) LED on the top off, second LED flash 5 sec then
off

- Third (Default 6400 ) Both LED flash 5 sec then off.
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ADVANCED SETTING

SENSITATY  AVMANCEDSETING  SYSTIM SCTTMEG

Polling Rate:

The term ‘polling rate’ describes the o dindd
Number of times the computer : ?
prompts the mouse for information. T BReE T ST

A high polling rate in conjunction with
a high dpi setting ensures smooth

pointer movement. We recommend e
that you start off with a resolution of

800dpi and a polling rate of 1000Hz. bl ﬁ

on-1o-co seeen: [ S

Note: In general a high polling rate
produces a rounder and softer
pointer movement.

Light effect switch
Set up Light LED ON/OFF

Light effect type options
Set up Light LED Full lightened or breathing

Driver Reset
By clicking the RESET button, all the settings you
have made will be reset to their original factory
default settings.

ON-TO-GO SPEED

Enable to set up click delay time between 2 to 255MS
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SYSTEM SETTING

Double Click

Configure the double-click response
speed here. Closer to 1 means the
interval between two mouse clicks is
long. closer to 11 means that the
interval between clicks is particularly
short.

Note: Please note that all settings must
be Transferred to the mouse by clicking
the ‘Apply’ button.

Windows Pointer Speed

Set the speed of the mouse pointer
on a scale of 1 to 11 here. This is the
same as the value that has been set
in the Windows Control Panel.

Note: Standard recommends to keep
the default settings
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DOUBLE CLICK:
L L e —
1 2 3 4 5 & 7

WINDOWS POINTER SPEED:

[ 1] 1 —
12 g GT S gl




OSD SETTING

A vary of information can be displayed with On Screen Display function
bases on user selection.

the contents which is selected in the AP software are shown in the OSD a
minimum set of modules for the OSD is provided as part of the AP software:
CPU & RAM - Profile status + Macro execute status + New email + Skype -
Msn.

On screen display

CPU Loading i . il
CPU Loading status SENSITMITY  ADWANCEDSETTNG  SYSTEM SETTING 08D SETTING
RAM Loading

RAM Loading status TRANSPARENCY:

Profile Status

When profile is change by the
profile button or key, and
Driver/AP automated showing
OSD profile status panel.
Macro execute status

When any macro button or
key is pressed by the user,
and Driver/AP automated
showing the panel of OSD
Macro execute status.

New Email cHeck NTERvAL XN 1 UTES
New email notice
Skype

Instant message notice
CPI Status

CPI status

MSN Status

Msn status
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Color select
OSD Windows Colors: Here are Red - Orange - Yellow+ Blue~ Cyan -
Purple, six colors for your options.

Transparency
OSD transparency is adjustable from 10% to 100%.

Email / POP3 setting
Mail Server (POP3)
Set up your external mail server
Port Number
Set up your port number.
User Name
Set up your user name.
Password
Set up your password.
Check interval ~ Set up the new mail notice.
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Gaming Mouse
OWNER'S GUIDE
Ver.:1.00

CAUTION: To use this product properly, please read the user's guide before installing.



Federal Communication Commission Interference Statement

This equipment has been tested and found to comply with the limits for a
Class B digital device, pursuant to Part 15 of the FCC Rules. These limits
are designed to provide reasonable protection against harmful interference
in a residential installation. This equipment generates, uses and can radiate
radio frequency energy and, if not installed and used in accordance with the
instructions, may cause harmful interference to radio communications.
However, there is no guarantee that interference will not occur in a
particular installation. If this equipment does cause harmful interference to
radio or television reception, which can be determined by turning the
equipment off and on, the user is encouraged to try to correct the
interference by one of the following measures:

- Reorient or relocate the receiving antenna.

- Increase the separation between the equipment and receiver.

- Connect the equipment into an outlet on a circuit different from
that to which the receiver is connected.

- Consult the dealer or an experienced radio/TV technician for help.

FCC Caution: Any changes or modifications not expressly approved by the
party responsible for compliance could void the user's authority to operate
this equipment.

This device complies with Part 15 of the FCC Rules. Operation is subject to
the following two conditions: (1) This device may not cause harmful
interference, and (2) this device must accept any interference received,
including interference that may cause undesired operation.



Mouse Buttons

1R 6. CPI &
2. R 7. CPI #fis
3. T 8.  Scrollup

4. M= 9.  Scroll down
5 T

=

B e I e R s

i _E-I

A TR 0 P g T B (B
For USB port installation

1. }iﬁ:ﬁ%& USB ﬁ}%%r}*‘ﬁ}y UsB +

2. R PR | e

3. gq&%gw;,fahg« [ o PR R P

., =




REREK

Windows® XP/Vista/7/8/8.1
Free USB port

CD-ROM driver

25MB free hard disk space

.....}N

THEITER

SRR BB EEEEENS usb port | .

BB 2 (FELLK S H B4 B ERTE .

S 3 BREEEEEFOLEET “Setup.exe” i/ TERRENE N 4L,

BB 4 E 2 HERRENE UG, Windows®F # 240 e L BRENFZ it of

BB REEE, K] DL2RE LR R SE N — U A SE Rk 4 EE.

FAEREEHEIREANZERNY B RSB R A REE. ERHETERE
B 3 BITREITS.

BB SRS (N AERES

Choose Setup Language ‘ &J

iy Select the language for this installation from
e the choices below.

|Englsh ~|

Ehinese [PH_E]

Chinege [T aiwan

S 6 EREEME TR IR TERNE OK iR sk 2.
BB T B EETEE
B 8:REERERENERRAR TR, ERGRRER A TRERE
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HEEETEAMBE

GCAMING MOLUISE
PERCISION TRACKING

‘SWITCH ORIENTATION: | SENSITIVITY | ADVANCEDSETTING ' SYSTEMSETTING = OSD SETTING
@ RIGHT- HANDED

T T SENSITIVITY OPTIONS:

BUTTON ASSIGNMENT:

T XIY SYNCHRONOUS WORKING
CPI SWITCHER:

Uriversal scroling
IE backvard v ]
I
1800 3200 4000 4800
DFl down v ]
MODE SWITCH:

MACROMANAGER ~ ® MODE1 © MODE2
1800 2200 4000 4800
CREATE PROFILE LOAD PROFILE SAVE PROFILE EDIT PROFILE
PROFILE 1 | PROFILE 2 [PROFILE 3 | PROFILE 4 | PROFILE &

[ | otz Defauits Defaulid Defaulis ———

1800 3200  4D00 4800

CANCEL APPLY

R
SRR I R R R RS AL )

Mode Switch
SR RIS R M R



TAER 1 R Rk

TR Eﬁ?ﬂﬁ T 3 e £
LGRS [Butonoff  [BENE - p |BBEEL
O e
FEHGTT | On-To-Go Windows ffig:
s st

Click BB B~
EYSRGE YRR SRR 2V E VR SRERT SERITTE (5
3 TR S B S PR T

i

WRSE: MR- EeRs

BT RO SR

FRAE RIS

BIFTE - T SHE SRR PR
BITE - TR - B

TR R R
TERRIF ™ IR IR




Tilt Left: i/ (H Y Windows Vista™/7/8/8.1).

Tilt Right: Fg AR (2% Windows Vista™/7/8/8.1).

T E PR 5T S E RS

BrERgE: - wrEe¥FiEag

On-To-Go: The “On-To-Go” button click function: Hold pressed the
“On-To-Go” button and combined with any button pressing,
then this button click function will continue to auto-repeat
working.

Windows IhE#E: Windows Z 4K ThRE#E

FECE Bt EHE: FBIE B EHRE

AR #E 1:CPILED + = %5 % 5§55 B &
T 2:CPl = = HEL 5§ (5 b B

Note: 1 B AHE E A A ] DU @ EREN 2 A NEERY I 5 IR TR 0 T
THAE. SR (E M T =UEE B E A

F IR ERE
i —(E AR (N A ERUERE R, 7] LAS= 8RB S 2 s hAE, BB
SRCE Sty e BN S R BB EAE . T DUREE AN [FI R B SR SR 2 S 7R K E
TR A E.
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CREATE PROFILE  LOAD FROFILE VE PROFILE  EDIT PROFILE

f————— g iide e
PROFILE 1 T_PIIIZIFILI': 2 |PROFILE 3 PROFILE i |[PRI.')FILI': 5 [

RS TEI07) G A AL <00 [, T S840
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[N H [ I&ng:'« ?gﬂjr[& IE?LII
7y b .exe file Z|EPEVE %, Pl
BRI 0

| e A F%LE YR éﬁi

[IGAME PROFILE NIFORMATION:

pROFILE N [

[ PATH TO EXECUTABLE {*EXE)

I

PROFILE N

CANCEL
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XIY SYNCH
CPI SWITCHER

CPI SETTI

MODE SWITCH;
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CREATE PROFILE LOAD PROFILE 'SAVE PROFILE EDIT PROFILE
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lﬁﬁiﬁ IR IL”'%I?TT W%TT‘ GAMING MOU
F[‘Jfﬁ%}%%@; [Hfgll j'%?JT %Jf'fiﬁfﬂ’?é’ GAMING MOU
PRI ek o

SWITCH ORIENTATION:

© RIGHT- HANDED
LEFT- HANDED

BUTTON ASSIGNMENT:
Note: ik {17 [fi=1 4 i'! fiZEji |
Rty -
e = =

L Ebeckrard ]+
© XN
7 T
MODE SWITCH:
MACROMANAGER @ MODE1 © MODE2

CREATE PROFILE LOAD PROFILE SAVE PROFILE  EDIT PROFILE

PROFILE | | PROFILE 2 [PROFILE3 |PROFILE 4 |PROFILE 5

T T T

ok CANGEL RPPLY

Integrate Mouse Clicks
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MACRO ADVANCED
MACRO SELECT EDITOR

KEY FRESS SEQUENCE RECORD _DPTIDNS.

[ RECORD DELAYS
BETWEEN

¥ Down
Kup

¥ Click
¥

DELETE

CANCEL

TSR BT S IR G iill
l:l:ﬂ%"%s_!/ e ;[meh'%*i & j[}r’[ﬂfig’i—ﬁi[’#’j/ %

i
SEST By o R

jﬁ B! }ﬁ@g] Vi
CPREEA (bt

12



B RS

F[% 1 % R
f ;w;r e
- gw'a fg ﬂ%%

%E/ﬂ/ffg/ff// YR A

Down: fplFf 4
UP: %“Fﬂﬁb%‘t“
R B 1 e R

ey
U= e kLR D S s ]
AR b UL R

HJ[‘e
ceeis SHE S IRIELT S

Note: 7 HEJHF’&V@_T A
= HJ”EL“ G 2t
KRR,

]

Note: 13 s I ({3
Hgii

Q= =Q =0 =(

WEW DELETE




FTRIRCER: § FJE;&;?E%WW?E}
B -

TR B
B ST i
ik @Hﬂm‘ﬁg r

g W

B LA SIS B
IS (SR 3.
)

Note: ¥E P ERIRII AT IR AL
aki e ity
SER Y O J;w,uuf%i 4
@ 1’5’ e [ S ?EF‘E'I J%%LﬁiLEDg
TEREE: F%Lﬁ F&st%m‘; i
CPI £

CPI ﬂgiﬁ: f'gﬁﬁi— J}&L ("E% 800—3200—6400—800—3200 ) -
E—f@CPI: ~| r"y%i fis¥ 800—3200—6400) »
T—f@& CPI : f r"[ﬁ (3 EI% 800—6400—3200) -

Windows IfifE
TER: Fé;wmdgws = E&f‘ﬁﬁ‘ﬁg

ETEF SR T AR
IE By IE BEERIEE
WWW T R~ FI
WWW E—F: B -
RS BB LR
BB

14



RESHHEN: EFBESER
ﬁgﬁﬁﬁﬁ Be Eﬁﬁﬁ E
&E%%% Eﬁ

SENSITIVITY  ADVANCEDSETTING = SYSTEMSETTING = OSD SETTING

m SENSITIVITY OPTIONS:

= S e I
SRR %EZ?F‘H‘E&T?%E’ FEEEY x ANEEEEEEEEN NN
. + J - -00%-B0% -80% -40% -20% D  +20% +40% +B0% +80% +100%

Y- llllllllllIIllll i

%;f J: -LLEI LﬂJ}Z&jF E@E&%{Iﬁ}fﬂ ) XY SYNCHRONOUS WQ‘RKING
F 0%~+100%.) CPI SWITCHER:
CPI SETTING #1: 800
S —
CPI EBI% 400 800 1600 3200 4000 4800 0400
U_EEIFIF'J Ilg}%ﬂ?}% CPI F:Qqc_ CPI SETTING #2: 3200
I
F,J Elf’lﬁ_ﬁﬂ\ ij%“:, E ITT CPI g}a CPI SETTING #3; 6400 .

I&]Fﬂ#%ﬂ[@ ” FI%‘HJ 800dp| = rJ 400 @00 1800 3200 400D 4800 6400
Kl g FEEL FIE
1791 CPI

CPI &

i CPI i 15 CPI 800 KU~ it 800/3200/6400

|§| %44] LR rgl AL ¢ (R
400~ 6400CPI)

- FIE CPI L 1] CPI =% Tl CPI & i -

CPI Er~
s (Kl 800) 7 LED FLF"“’*5*LI%<FTJP{ 1.7 LED FRRARLINE
%tj (¥riffi 3200 CPI) 1 LED FT,JFJ;f ® 4 LED 5 &FTJFJ{
F (’?Jf/F[I;Pj 6400) F LED f 5?‘}&@

15



lI§
(i

=P
SENSITMATY  ANANCEDSETTING
~ @
The term ‘polling rate’ describes the
Number of times the computer
prompts the mouse for information. LIGHT EFFECT SWTCH
A high polling rate in conjunction with
a high dpi setting ensures smooth
pointer movement. We recommend
that you start off with a resolution of
800dpi and a polling rate of 1000Hz. DHIVER RESET:

POLL ING RATE:

LIGHT EFFECT TYPE OPTIONS

on-1o-co seeen: [

Note: — ’ﬂf“z{kwﬂ#é i TRy
ﬁ"f {Eﬂjfk IR AR 2.

IR
f%LLED KGN ERR B f'[Jfer
*“—%}ﬁf&li}q— Light effect type options

] Ei AP TFERD S PP Ag )

ﬁ’"[%"{]l
[ U LIS 15 O B

ON-TO-GO SPEED

Fﬁzpm R R AR (2~255M8)

AL

~T

;l\

16



IE@]‘EF"I E SENSITIVITY  ADVANCEDSETTNG | SYSTEMSETTING =~ OSD SETTING

ﬁ%ﬂ/ﬁ/\ 11 Eﬁ DOUBLE CLICK: ‘
-----'--E.
2 s 4 5 s 7 felle 10 11

WINDOWS POINTER SPEED:
Note: 7| [ivzE-tfifl 4 i APPLY !

N N O I T
ERiEsa 1 2 & a5 8 rhilslis 1013

W“é

Windows S IE
?M{E&Wﬁ@ MEIEH:F'[T? 1~11
"F‘E = €<=k ﬁfu% & fif b ﬂ

Note: It et B AR

default settinas

17



AP IR
0 [ﬁjpﬁﬂﬂﬁﬁ J\ﬁfﬁrx Fl 7l OSD fr Elf!ﬂﬁﬁgg% g‘fx‘*ﬁﬁiﬁl@pfﬁﬁ']%{ ,iﬁ?vi#ﬁ?@ &
HA L,
SRRV O AR S o e
CPU & RAM - Profile status - Macro execute status ~ New email ~ Skype -
Msn t

EEE

CPU =gk G

CPU [’E[[ b= H{HM SENSITMITY  ADWVANCEDSETTNG  SYSTEM SETTING | OSD SETTING

ipﬁl?%‘lfﬁl El J$ ONSCREENDISPLAY: COLORSELECT: TRANSPARENCY:

R i IR
HAE

'}4@%@%@»@3@@%@
by e

IR HSE

f' 17 21 6 e pLa b
B ﬁf‘\PE}H/ %'.A?;J”Eﬁgg;ﬁ\ g
HITGE

FERF

eSS S

Skype C kintervaL:  EXEE v UTES
Skype FRLEH!
CPI ;rkﬁg-‘

CPI jiji

MSN ,‘-f’iﬁf

Msn i

18



&3
G

- HE 4
1

PR S 0 S SRR A o e 0 S A

Rl
FI AR R P r%’ti(r%’t[’@ 10%~100%).

ZiiF / POP3 gt
POP3 Z11% I #
Set up your external mail server

Port Ej’-&—;
LN e port.

e £m
AR 4
e
eI
SR
RPN S

19



