MSI HIDAC Utility

This manual introduces the MSI HIDAC utility for overall system monitor
and control.
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Activating the Utility

Select [MSI HIDAC Utility] on Desktop to activate the utility.

Information

HIDALC Utility - MS-9A76 - &

System
X Operating System Windows 10 Enterprise 64-Bit
Information
Computer Name DESKTOP-B4UUZHV'
GPIO (DIO
(DIO) User Name  ipcsw
Watchdog Platform
Product Name MS-9A76 Utility 18.815.0
System Health
BIOS Version  v2.0b8 APl 18.815.0
gt BIOS Build Date  08/14/2018
Fan Control CPU Usage Memory Usage Disk Drive
C: (Fixed) >
—
18.0% 15.1% 7.3%
CcPU Physical Virtual Partition C
- Intel(R) Core(TM) Total 8141 MB Total 10,061 MB Total 297.49 GB
m_s.’ pc i7-7700T CPU @ 2.90GHZ
Features:

m  Real-time display of System, Platform, CPU Usage, Memory Usage and
Disk Drive Usage information



GPIO (DIO)

HIDALC Utility - MS-9A76

GPL

Name
Information GPI0
GPIO (DIO) Geit

GPI2
Watchdog

GPI3

System Health
Logs

Fan Control

1Sy ioc

Features:

Status
Low (0)

Low (0)
Low (0)

Low (0)

m  Real-time display of GPIO status

m  Selectable GPO status

MS-9A76

_ X
Name Output Status
GPOO Low (0) Low (0)
GPO1 Low (0) Low (0)
GPO2 Low (0) Low (0)
GPO3 Low (0) Low (0)
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Watchdog

HIDAC Utility - MS-9A76 -

Information © minutes (1 ~ 255)
25

Initial timer 60 [
@ seconds (10 ~ 255)

GPIO (DIO)
Watchdog
System Hea‘th O Automatic start watchdog timer with Windows boot
T O Automatic reset timer in every 10 [£] seconds

Fan Control Watchdog Control

Watchdog Status

Time remained before system reset 0 seconds.
Timer status OFF

Automatic start with Windows boot OFF

msi*,pc Automatic reset timer  OFF

Features:
m  |nitial Timer configurable through Watchdog Settings
m  Watchdog Service Tool available for automatically activating
Watchdog Timer at system boot and automatically resetting timer after a
preset time interval
Watchdog Control through Start button
Real-time display of Watchdog Status



MS-9A76

System Health

HIDALC Utility - M5-9A76 - '

0 . A 6000 R —
Information 15 000 s
GPIO (DIO) 0 4 0b—ss
Alarm Settings
Watchdog Name Now Min a Min Max EN
B CPU temperature 26C 26C 31C o 1002] @
W System Fan1 speed ORPM ORPM 0RPM o 10000/3] &
e W CPU VCORE 0.008 V 0.000 V 1.048 V. 0.0 205 @
Fan Control L] 3279V 3279V 3279V 3.1 f 3;. 2
W vCcs 4876 V 4876V 4876V 47 53 @
B 12V 12144V 12,144V 12,144V 114 1263 @
W vce3v 3280V 3280V 329V ERISS 355 @
VB3V 3296V 3280V 3296V 31 353 @
W vsB5v 4824V 4824V 4848V ATL 534 @
W VBAT 3152V 3152V 3152V 2.6[ 353 @

Click *Apply” to save settings

Mmsi iec e B

Features:

m  Real-time display of Hardware Monitor status including CPU/system
temperatures, fan speeds and voltages

Logs

HIDAC Utility - M5-9A76 - 'l

Information | Information H ‘Warning ” Error ‘ O Notify event on taskbar
Type Date/Time Message

GPIO (DIO)

Watchdog

System Health

Fan Control

No Logs found!

mmSsi irc

Features:
m  Real-time display of Hardware Monitor alarm logs
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m  Alarm logs filterable by button (Information, Warning or Error)
m  Alarm logs clearable through Clear Logs

Fan Control

ili _ X
HIDALC Utility - MS-9A76
SYSFAN
Type PWM

Information §

0RPM Manual Duty (%) [100 |5 Set
GPIO (DIO)
Watchdog

System Health

Logs

Fan Control

1Sy ioc

Features:
®  This item only controls the speed of SYSFAN.



