MSI HIDAC Utility

This manual introduces the MSI HIDAC utility for overall system monitor
and control.



MSI HIDAC Utility

Activating the Utility

Select [MSI HIDAC Utility] on Desktop to activate the utility.

Information

HIDALC Utility - MS-9A95 - &

System
. Operating System Windows 10 Enterprise 2016 LTSB 64-Bit
Information
Computer Name DESKTOP-E9RNCQB.
Watchdog User Name  msi
rstem -
stem Hea
Y Product Name M5s-9A95 Utility 18.1.5.0
Logs BIOS Version V29.0b6 APl 18.15.0
BIOS Date  01/05/2018 Boardinfo 18.1.5.0
[T Memory Usage Disk Drive Usage
C: (Fixed) °
' —
o 34- @ =
CcPU Physical Virtual Partition C
- Intel(R) Core(TM) Total 4,010 ME Total 4,714 Mg Total 232.33 GB
m_s.’ pc i5-6300U CPU @ 2.40GHz

Features:
m  Real-time display of System, Platform, CPU Usage, Memory Usage and
Disk Drive Usage information



MS-9A95

Watchdog

HIDAC Utility - MS-9A95 -

Information _ O minutes

Initial timer (1 ~ 255) e = Set

® seconds
Watchdog

Watchdog Service Tool

O Automatic start watchdog timer with Windows boot.

System Health

Logs

O Automatic reset timer in every 10 [ seconds

Watchdog Control

Watchdog Status

Time remained before system reset 0 seconds.
Timer status  OFF

Automatic start with Windows boot  OFF

m5i>lpc Automatic reset timer  OFF

Features:
m  |nitial Timer configurable through Watchdog Settings
m  Watchdog Service Tools available for automatically activating
Watchdog Timer at system boot and automatically resetting timer after a
preset time interval
Watchdog Control through Start button
Real-time display of Watchdog Status
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System Health

HIDALC Utility - M5-9A95 - '

Voltage
0 g o -
Information 15 5
0 0k =
Watchdog

Alarm Settings

Name Now Min Max
B CPU temperature 34C 34C 34C o 1002] @
System temperature 29C 28C 29C o 1003 @
Logg W CPU VCORE 0368V 0.000 V 1.064 V 0.0[ 203 @
u vces 3279V 3279V 3279V ERIE 355 @
W VCCs 4961V 4961V 5003V 47 53 @
H 12V 12.056 V. 11.968 V 12.056 V. 1145 1263 @
W VO3V 3312V 3296V 3312V 31 353 @
W vsB3v 3328V 3328V 3328V ERISS 355 @
W VsSBSV 4920V 4920V 4920 v 47 53 @
W VBAT 3184V 3.168 V 3184V 26[ 355 @

Alarm monitor interval
= Click *Apply” to save settings . =
MSi e 2T e

Features:

m  Real-time display of Hardware Monitor status including CPU/system
temperatures and voltages
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Logs

HIDALC Utility - MS-9A95 -

|Infurmalmn H Warning H Error ‘ 0 Notify event on taskbar

Information
Type Date/Time Message Clear Logs
Watchdog 2 3:52 PM | HIDAC Service: HWMonitor started. Monitor p
o e Refresh
System Health ‘o‘ Information 2018/01/09 01:03:52 PM HIDAC Service service log file created.

< >

HIDAC Service: HWMonitor started. Monitor period: 5 minutes.

MmISsi iec

Features:
m  Real-time display of Hardware Monitor alarm logs
®m  Alarm logs filterable by buttons (Information, Warning or Error)
®  Alarm logs clearable through Clear Logs



